CRANE CONDITION INSPECTION RECORD

	Item No.
	Item Description
	B
	D
	A
	Insp/

Init.

	17
	Verify proper operation of indicators, warning devices, and lights.
	
	
	
	

	18
	Verify current inspection of fire protection equipment.
	
	
	
	

	19
	Verify that pressure vessel inspection certificates are posted and current.  (See MIL-HDBK 1152 or appropriate document for test procedures.)
	
	
	
	

	20
	Inspect outriggers, pads, boxes, wedges, cylinder mountings and level indicators for condition and proper operation.  
	
	
	
	

	21
	Inspect travel, steering, braking, and locking devices for condition and proper operation.
	
	
	
	

	22
	Verify accuracy of radius and/or boom angle indicator.  

See appendix C for verification procedures.
	
	
	
	

	23
	Inspect pawls, ratchets, and rotate locks for proper engagement and operation of interlocks.
	
	
	
	

	24
	Inspect tanks, lines, valves, drains, filters, and other components of air systems for leakage and proper operation.
	
	
	
	

	25
	Inspect reservoirs, pumps, motors, valves, lines, cylinders, and other

components of hydraulic systems for leakage and proper operation.
	
	
	
	

	26
	Inspect engines and engine-generator sets for condition and proper 

operation.
	
	
	
	

	27
	Inspect counterweights and ballast for condition and evidence of loose and missing fasteners.
	
	
	
	

	28
	Verify barge compartment (voids) cover bolts are installed.
	
	
	
	

	29
	Verify accuracy of list and trim indicators against design data or previous test data.
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Remarks:

	Inspector Signature/Date:
	Test Director Signature/Date:
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